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INSTALL NOTE:
INSTALL CEILING SYSTEM PER UL CONSTRUCTION 696,
CLASS 60 (24"x48" AND 24"x 72" PANELS)
 OR
UL 697 CLASS 90 (24"X24" PANELS ONLY).
COMPONENT SPACING AS FOLLOWS;
- MAIN RUNNERS @ 24" O.C.
- HANGER WIRES @ 32" O.C.
- DOWN BRACING @ 32" O.C. ALONG MAIN RUNNERS
- 24" CROSS TEES @ 48" O.C.
NOTE: PANEL RETENTION CLIPS ARE REQUIRED AT ALL
PANEL END-JOINT LEG INTERSECTIONS WITH MAIN
RUNNER AND MIDPOINT OF SIDE-JOINT LEGS

NOTE:
ALL FASTENERS, HANGER WIRE AND DOWN
BRACING TO BE PROVIDED BY INSTALLING
CONTRACTOR AND SIZED ACCORDINGLY.
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SPANAIR TORSION SPRING WIND LOAD

1-1/2" DEEP PANELS  (UL 696, CLASS 60) OR (UL 697, CLASS 90)

11/2/22

RCW

NTS

ATS-004

SPANAIR TORSION SPRING PANELS (1 1/2'' DEEP)
2' x 2'
2' x 4'
2' x 6'
(252589:SPAN:STSP)
2X4 AND 2X6 PANELS HAVE TORSION SPRINGS PRE-INSTALLED ON THE LONG SIDES
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