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Cross Tee

GraphGrid lay-in panel

Main Tee

Applications
Create attractive open 
ceilings in interior spaces.

Features
• Welded wire panels in a 

variety of cell sizes.

• Compatible with 9/
16

” and 
15/

16
” T-grid.

• Painted and reflective 
finishes.

• Tee based system ensures 
module alignment and 
accepts industry standard 
fixtures.

• Metal contains no 
organic compounds 
to support mold and 
microbial growth.

Benefits
• Lower total cost.

• 100% random access to 
plenum.

• Sustainable: minimum 
25% recycled content, 
100% locally recyclable, 
global/regional 
manufacture.

Material:
Steel wire, welded.

Cell Size:
m 8901.xx (1” x 1”) m 8902.xx (2” x 2”) m 8903.xx (3” x 3”)
m 8904.xx (4” x 4”) Panels

Profile

1” x 1” Cell

2” x 2” Cell

3” x 3” Cell

4” x 4” Cell

Standard Painted Color
m 01 White
m 08 Black
m 44 Silver Satin
m 888 Winchester Grey 
Premium Painted Colors
m 701 Stone  
m 702 Plaster  
m 703 Gravel  
m 704 Mastic  
m 705 Zinc  
m 706 Concrete  
m 707 Tarmac  
m 708 Anthracite  
m 720 Stucco  
m 721 Chalk  
m 722 Linen  
m 723 Hemp  

m 724 Cork  
m 725 Earth  
m 726 Clay  
m 727 Humus  
m 740 Light  
m 741 Sunrise  
m 742 Fresh  
m 743 Breeze  
m 744 Aqua  
m 745 Misty  
m 746 Twilight  
m 750 Chili  
m 751 Curacao  
m 752 Vitamin  
m 760 Copper  
m 761 Gold  
m 762 Mercury  
m 770 Garnet  

m 771 Scarlet  
m 772 Ermine  
m 773 Emerald  
m 795 Champagne Metallic  
m 796 Beige Metallic  
m 797 Iron Glimmer Metallic  
m 798 Copper Metallic  
m 401 Maple*
m 402 Oak*
m 403 Cherry*
m 404 Pumpkin Maple*
m 405 Karri*
m 406 Walnut*
m Other _____________

*  Coordinating solid color to match 
MetalWood® Woodgrain Finishes.

Components:

1.  Panel: 24” x 24” lay-in for use with 9/16” and 15/16” T-grid.

Rockfon GraphGrid™ Open Plenum Wire Panel 
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Physical Data

 type: Lay-in panel

 material: Steel wire, painted

 size: 24” x 24”, cell spacing at 1”, 2”, 3”, 4” widths

 fire: Class A: flame 0, smoke 0 per ASTM E 84

 performance: interior applications

 suspension: 9/16” designer, 15/16” traditional, 15/16” CubeGrid™

 warranty: 1 year limited

 sustainability: Minimum 25% recycled content, 100% locally recyclable

Sections

Panel at Grid

Panel at Wall

Panel at Infinity 
Perimeter Trim

Rockfon GraphGrid™ Open Plenum Wire Panel 
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